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THERMOGRAPHIC 

 REPORT

Report No.

16

Glaxo-Smithkline

Glaxo Aiken Plant

AREA

Massengill Room 601 Panels

LOCATION

Panel 10RP CB #26

Date 09/11/06

Time 15:31:00

Ambient temp. 80.0

Reference temp. 71.9

High temp. 85.0

Temp. rise 13.1

RISE ABOVE IN DEGREES F

 Ambient

*** Reference

*** Adjacent phase

*** Direct measurement

AMPERAGES

CB 26: 12.4

DESCRIPTION

Breaker Heating internally

RECOMMENDATION

Replace Breaker

TEMP. RATING TEMP. RISE CLASSIFICATION

F degrees

*** Minor 1-18 Routine.  Repair during regular maintenance, little chance of physical damage.

 Alert 19-36 Repair within 30 days, watch load and inspect for physical damage.

 Serious 37-54 Repair/Replace ASAP. Inspect surrounding components for physical damage.

 

CRITICAL  >55 IMMEDIATE REPAIR/REPLACE. DANGER EXISTS!

           QUESTIONS ABOUT THIS REPORT?          Call 1-706-651-8762 



THERMOGRAPHIC 

 REPORT

Report No.

20

Glaxo-Smithkline

Glaxo Aiken Plant

AREA

Building 1000/Mechanical Room

LOCATION

Comb. Strtr./RFAN 1203.00

Date 09/12/06

Time 13:17:00

Ambient temp. 81.0

Reference temp. 108.2

High temp. 114.3

Temp. rise 6.1

RISE ABOVE IN DEGREES F

 Ambient

*** Reference

*** Adjacent phase

*** Direct measurement

AMPERAGES

A: 16.2/16.6

B: 16.5/16.4

C: 16.3/16.2

DESCRIPTION

Fuses Heating as Indicated

RECOMMENDATION

Replace fuses A&B

TEMP. RATING TEMP. RISE CLASSIFICATION

F degrees

*** Minor 1-18 Routine.  Repair during regular maintenance, little chance of physical damage.

 Alert 19-36 Repair within 30 days, watch load and inspect for physical damage.

 Serious 37-54 Repair/Replace ASAP. Inspect surrounding components for physical damage.

 

CRITICAL  >55 IMMEDIATE REPAIR/REPLACE. DANGER EXISTS!

           QUESTIONS ABOUT THIS REPORT?          Call 1-706-651-8762 


